
COOKSON OWNER'S MANUAL

AUTOMATIC RESETTING FIRE DOOR HOIST OPERATOR

FD-2A

9045.DWG ECN 0986 REV 2

PROTECTED BY ONE OR MORE OF THE
FOLLOWING PATENTS:

6155324

3040233
CONFORMS TO UL 325

RECOGNIZED COMPONENT
US

R



*NOTE: ONLY USE CLASS II 24V SUPPLY

ELECTRICAL

500

500

275

CURRENT (mA)

2

MOUNTING DIMENSIONS

DIMENSIONS

LOAD HOLDING
BRAKE:...................................CAM ACTUATED

CLUTCH............ELECTROMECHANICAL FRICTION DISK

OUTPUT SHAFT...........Ø1-1/4 - 1/4" KEY WAY
REDUCTION

DRIVE REDUCTION:..............8:1 ROLLER CHAIN

MECHANICAL

120VAC  +/- 5%

*24VDC  +/- 5%

*24VAC  +/- 5 %

INPUT VOLTAGE

SPECIFICATIONS



THEORY OF OPERATION

GENERAL DESCRIPTION:
The FD-2A, Fire Door automatic resetting hoist interfaces with Rolling Fire Doors as a
manual door operator which disengages when an alarm condition is sensed from a fire

NOTICE
THIS OPERATOR IS NOT A FIRE ALARM SYSTEM.

IT CAN NOT DETECT A FIRE CONDITION

3

alarm system and/or smoke detector. Once power/alarm is restored the unit engages

TO REDUCE THE RISK OF INJURY TO PERSONS,
USE THIS OPERATOR ONLY WITH ROLLING DOORS.

WARNING

and is ready for normal operation. The FD-2A is designed for use with doors that are out
of balance and utilizes a load holding brake that maintains door position. Power to the unit
(24VAC/DC or 115VAC) maintains brake engagement via a clutch.  The alarm system and/or
smoke detector are wired such that an alarm condition will interrupt the power to the unit
(Disengaging Clutch) allowing the door to close under it's normal fire drop operation. Note:
Refer to Fire Door Manufacturer's Installation Instructions for door installation and operation.

FD-2A MODEL:

1.1 Unit has AC power/No alarm condition.
Hoist normally operates doors/Brake maintains door position.

The brake is released, door will close without delay.
1.2 Alarm condition / Unit has no power

Once alarm is cleared (Power restored) hoist can be operated normally.
i.e.; resetting of door is not required.

USE ONLY WITH APPROVED TYPE DOOR


