
MIN HEADROOM*
*Based on a 10'x10' closure.

MAXIMUM WIDTH

MAXIMUM HEIGHT

MATERIAL/FINISH

WARRANTY/CYCLES

WINDOWS

OPEN AREA**
**Percentages are approximate. 

ELECTRONIC AUTOLOCK

SPEED

INSULATION

PATTERN

WINDLOAD***
***psf is  based on door width.  

23” 16 3/4” Service: 25”
Insulated: 27”

Service: 20”
Insulated: 24”20 3/4”

30’ 26’ Service: 30’
Insulated: 24’

Service: 30’
Insulated: 24’16’ 2”

16’ 14’ Service: 20’
Insulated: 20’

Service: 20’
Insulated: 20’14’

Aluminum
(Mill, Clear, Bronze & Black

anodized)

Aluminum
Stainless Steel

Galvanized Steel
Stainless Steel

Galvanized Steel
Stainless Steel

Aluminum
Galvanized Steel

2yr / 300,000 cycles 2yr / 500,000 cycles 5yr / 1,000,000 cycles
2/yr - 300,000 cycles
3/yr - 500,000 cycles

(upgrade required)
2yr / 50,000 cycles

76% 82% Fenestration
Available

Fenestration
Available

Vision WindowsVision Windows
Full View Vision Windows

Up to 24 in/sec
12 in/sec

Up to 24 in/sec
12 in/sec

Up to 24 in/sec
12 in/sec

Up to 24 in/sec
12 in/sec

24 in/sec
15 in/sec

StuccoSmooth Full ViewWoodgrain

up to 40 psf TDI, FBC
80 FPS Impact, up to 50 psf

TDI, FBC
80 FPS Impact, up to 50 psf

up to 36 psf

HIGH PERFORMANCE COMPARISON CHART

EXTREME® 300 SERIES GRILLE EXTREME® MICROCOIL® GRILLE EXTREME® 1024 DOOREXTREME® 300 SERIES DOOREXTREME™ SERIES SECTIONAL DOORS


